


FITTING INSTRUCTIONS
TO BE FITTED BY A QUALIFIED TECHNICIAN

1  Assemble 2 bolts and washers thr ough the lower chain guar d into the Black 

Anodised aluminium mounting block CGA10-2.

2  Position the assembly under neath the swing ar m, closing the gap to the r ear 

sprocket. Note : Ther e should be a 5mm minimum gap fr om the bike chain to 

the lower chain guar d.

3 

4 Drill & Tap the marked holes , M6 - (Drill 5mm Dia. for tapping)

5  Disassemble the Black Anodised block fr om the assembly, and mount the 

block to the underside of the swing ar m using the r emaining 2 bolts and 

washers. 

6 Re-assemble the lower chain guar d to the �xed bracket. 

LOWER CHAIN GUARD 
PART NO. CGA10 -GBR

2 x Bolts & Washers
M6x20 - 10Nm

SECONDARY PULSE COVER  
PART NO. EC-CB750-2023-3-GBR

Engine Cover Set: EC-CB750-2023-SET-GBR:

EC-CB750-2023-1-GBR, EC-CB750-2023-2-GBR, EC-CB750-2023-3-GBR  

1  Remove 4 existing bolts fr om the stock pulse cover , shown as position Bolt 1, 2 ,3 & 4.

2  Place the secondary pulse cover over the stock cover .

3  Assemble 4 r eplacement bolts loosely in the corr ect positions as shown.

4  Tighten bolts to a T orque of 10Nm as per Manufactur er’s recommendations.    

DO NOT OVERTIGHTEN.
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DO NOT use these pr oducts unless you agr ee to our T erms & Conditions, as shown on our paperwork and website. If you do not agr ee, please r etur n the pr oduct(s) to your dealer for a r efund.


